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Block Parameters: Bus Creator 
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_ Bus Creator 



This block accepts input from a Mux or Bus Creator block. The left listbox shows the signals in the input bus. 
Use the Select button to select the output signals. The right listbox shows the selections. Use the Up, Down, or 
Remove button to reorder the selections. Check 'Muxed output' to multiplex the output. 
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y.m = 5; 

/npt/f 7/7" /s a fci/s of type foo and 
output "y' ' is a bus of type goo, as 
specified in the exployer, and 
accessed using structure notation. 
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Embedded MATLAB Editor - Block: bus_emLexampIe/eM 
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1 function y = fcn(u) 

2 % This example bus access sets bus output type 

3 % foo as as function of bus input type f oo . 

4 % Note that the Embedded MATLAB script (textural 

5 % based language inside Simulink) can access 

6 % elements of. a bus directly. 
7- y.field2 = u.fieldl * 2; 
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Block Parameters: In1 



|- Inport- — — - — 

Provide an input port for a subsystem or model. For Triggered Subsystems, if 'Latch 
(buffer) input' is selected, then the Inport block produces the value of the input at the 
previous time step. The other parameters can be used to explicitly specify the input 
signal attributes. 
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Icon display: | Port numbeT 



0 Specify properties via bus object 
Bus object for validating input bus: 
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